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NOTE:  On steps 
fitted with the rubber 
four-way plug, use 
the four-way 
plug/pigtail (included 
with the KwikTest) to 
make the connection 
between the step 
control unit and the 
tester.
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Connecting the KwikTest unit to the Step (See Figure 1, Page 2)  
Step 1)   Attach the Packard style four-way connector from the KwikTest to the four-way 
connector on the step control unit.  
Step 2)   Connect the red wire clip to the positive post on the battery.  
Step 3)   Attach one of the green wire clips to the negative post of the battery. Attach 
the other green wire clip to the ring terminal on the end of the 12 gauge green ground 
wire coming from the step control unit.

KwikTest Set Up:  For all steps except those with Control Unit #909510000  
Step 4A)   Set the Control Switch to "black" or "white" depending on the color of the control 
unit on the step being tested.

A. Testing Procedures   For all steps except those with Control Unit 
#909510000  
Run the following test a minimum of 6 cycles, allowing 3 to 5 seconds between opening and 
closing the Door Switch to give the control unit internal relays enough time to reset.
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KwikTest Part #909518000 
(includes 4-way connector)

At this point the step should remain extended until one of the following occurs:
	 a)	 The Door Switch is flipped "close" and the Power Switch is in the "on" position, or
	 b)	 The Door Switch is flipped "close" and the Ignition Switch is in the "on" position.  
NOTES:   (1) The ignition override will not work until the door is closed.   (2) For steps 
fitted with a white control unit, the 'last-out' feature will be disabled by turning the 
power switch on and then off (between steps 16 and 17), or if the power switch is "on" 
when the ignition is turned "off" and is then turned "off" before the door is opened. 
These sequences will disable the 'last-out' feature and the step will not extend. 
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Test 1 Settings

Test 2 Settings

Test 3 Settings

Test 4 Settings

Test 5 Settings

Test 6 Settings

Test 7 Settings

Test 8 Settings

Test 9 Settings

Test 10 Settings

Test 11 Settings

Ignition
Switch   

OFF    ON

Power
Switch   

OFF    ON

Door
Switch   

CLOSED OPEN

Step
Light   

OFF    ON
Step Function   

	 GOES	 STAYS	 GOES	 STAYS
	 IN	 IN	 OUT	 OUT

Perform
tests in
sequence
listed.
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